
DURO FLASHING TAPE 
WATERPROOFING JOINT TAPE 

Duro Flashing Tape is a hydrophobic non-woven polypropy-
lene fleece, laminated to a grey pressure sensitive butyl 
adhesive, and supplied on a pre-slit release liner. 
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Version : FLASHINGTAPE0517

APPLICATION

SURFACE PREPARATION

ADDITIONAL INFORMATION

TECHNICAL INFORMATION

Designed to create a permanent viscoelastic seal on the 
wall/floor interface and around drainage ap-ertures. As it is 
pressure sensitive there is no curing time for the tape, enabling 
the Duro Mastic™ range of membranes to be coated 
immediately onto the non-woven fleece surface. 

Duro Flashing Tape is suitable for use internally in wet areas, 
and externally as an overflashing, which can be painted or 
rendered over in planter boxes, balconies and roofs. 

Duro Flashing Tape contains no volatile organic content and is 
non toxic. 

Duro Flashing Tape is highly resistant to detergents and 
bleaches and is compatible with most commonly used 
sealants. 

Surfaces should be clean, dust free, dry and free from surface 
contaminants prior to application. Firm pressure should be 
applied across the entire surface and the use of a pressure roller 
is recommended. The split liner allows for easy application and it 
is recommended that application be carried out between 10°C 
and 30°C for best adhesion. 

Tape should be stored at room temperature and should not be 
exposed to sunlight. When laying the membrane, the surface 
must be free from any items which may puncture the membrane. 
Do not apply in rain or if the temperature is below 10°C. 
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The information provided in this data sheet is correct at the time of printing (albeit is subject to change at any time) and is intended to give a simple description of the product and its capabilities. In practice, the 
substrate, intended surface to be treated and environmental conditions vary widely, making it essential for the user to determine the products suitability for a particular application and to ensure that the product is 
not used beyond its physical limitations. If in doubt contact the manufacturer. The product will perform as described herein provided it is applied in accordance with the manufacturer's instructions as stated in this 
data sheet and provided that the building and installation is structurally sound and the application is carried out competently. Durotech terms and conditions of sale apply. 
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Test Method 

Tape Thickness 

Non-woven polypropylene fibre

Resistance to break Longitudinal 

Resistance to break Perpendicular

Peel Adhesion 

Service Temperature 

Features 

0.6mm

50g/m2

18N/cm

13N/cm

>4N/cm

-30°C to 80°C 
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